
- Information

نام محصول .

NM-NM ،مستقیم SCF1/2 جامپر

کد محصول .

FC-Jumper-SCF1/2-NM-NM
کاربرد : تعریف و 

جامپرها برای اتصال خطوط کابل RF به آنن و یا رادیوها  به کار می رود. به طور کلی 

کابل و کانکتور در این محصول تولیدی به روش لحیم کاری به یکدیگر متصل شده و استحکام

گردیده است. این اتصال و هم محوری آن دو از طریق ایجاد روکش پاستیکی محکم، تضمین 

جامپرها تحت سیستم مدیریت کیفیت )ISO9001 & ISO14001( طراحی،

ساخته و توزیع شده است. کیفیت محصول بر اساس استانداردهای IEC و MIL تست و

گردیده است. کنرل 

- Other Details

عملکرد عالی و کیفیت باا  •
• VSWR و تلفات پایین

• طول کابل مطابق نظر مشری
IEC 60529  مطابق با استاندارد IP 68  درجه حفاظت •

• مطابق با استانداردهای بین امللی  IEC و MIL و غیره 

Technical Specification

DescriptionItems
N male/StraightConnector 1 

Parts N male/StraightConnector 2
1/2 Super FlexibleCable

3m, Based on customer requirementsLength

50±1 ΩCharacteristic
Impedance

Electrical data

≥1153rd Order IMD
dBc     

 ≥ 100000Insulation
Resistance MΩ

No Breakdown or Flashover
DC Breakdown

Voltage
(4kV,A.C.,1min)

1.06800-1000 MHz

VSWR  1.081700-2200 MHz
1.082200-2400 MHz
1.10 2400-2700 MHz
0.42800 MHz

 Attenuation
dB 

0.45900 MHz
 0.661800 MHz
0.702000 MHz
0.73 2300 MHz
 0.762500 MHz
0.85 2700 MHz

25
Minimum

Bending Radius
mm

Mechanical data



IEC 60529, IP68Degree of
protection

Environmental data No AbnormalityHigh
Temperature Test

No AbnormalityLow Temperature
Test
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